
VGS
(Valve Gate Sequencer)

Available in Air or Hydraulic

Touch Screen Controller
■ Mold storage
■ Manual operation
■ Test mode
■ Troubleshooting
■ Optional Color Screen
■ Optional linear position switching
■ Optional cavity pressure switching
■ Portable on 25 foot cord

Mobile Valve Gate
Sequencer
■ 120 volt AC power
■ Compact – small foot print
■ 4, 6, 8, 12, or 16 zones available
■ Super quiet
■ No water cooling needed
■ Over 50% energy savings compared 

with other units

“A quite, versatile, low energy,
Valve Gate Sequencer for today’s
Hi Tech Molding”

Quick Disconnects
Located on the front of the
System for convenience



This control is based on pump on demand technology.  When the valve gates are fired, oil is used from the
hydraulic accumulator.  Once the pressure in the accumulator is below set point, the hydraulic pump replenishes
the accumulator.  The pump then rests until oil is needed again.  This design eliminates waste, oil heating, and
dramatically reduces electricity use.  The conventional systems use a motor running all the time, or a air over hydraulic
pump.  These systems are wasteful.  The problem with the air over oil pumps is that it takes 8 electric horse power
to produce one air horse power.  Both of these conventional designs have no comparison to simple pump on demand
technology.

The use of one single energy source (120 volts AC single phase) means it is literally like plugging in a hand tool.  The
pump on demand allows for no water source needed to cool the oil.  These systems come standard with time based
switching.  Optional sequential switching or cavity pressure switching can be added.  

Standard features:
■ 120 Volt operation
■ 5 mold memory
■ Black and white 6 inch touch screen
■ Timer based switching
■ Caster cart for portability
■ Quick disconnects for ease of set up
■ On-Off display of each valve
■ Energy savings accumulator design
■ Super quiet operation
■ Minimum press cycle time 10 seconds standard, 

faster cycle times consult factory

Features with optional color touch screen
■ 20 mold memory
■ Part graphic import with gate location available for extra cost
■ Manifold design import with gate location 

available for extra cost

Options
■ Valve positioning verification with Inject inhibit
■ Linear switching (sequential switching) 

with linear potentiometer
■ Cavity pressure switching
■ 230 VAC operation
■ 460 VAC operation
■ Air operation
■ Older existing valve gate units can be 

upgraded with this controller
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